Cul = CONSTRUCTION JONT WALL CORNER DETAIL (PLAN VIEW) __
CONSTRUCTION JOINT QPTIONS

LIUD-TIGHT JONT Y5 — W0 1. F SLAB AND WALL ARE POURED .
SEPARATELY, THE SLAB SURFACE NUST 4" TO CENTER OF BAR
HQUD-TIGHT JONT OPTIONS BE THOROUGHLY CLEANED WTH WATER 4w
1) NON-METALIC WATERSTOP (PVC) AND A WIRE BRUSH. THE SURFACE OF s .9
i . THE JOINT SHALL BE KEPT MOIST =
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[ ] 2 2 : ] GENERAL DESIGN NOTES: 2 w
! *DRAINAGE SHALL BE AWAY FROM THE WALL = o
] «THE MINWUM WDTH OF THE BACKFILL AGAINST THE WALL SHALL BE EQUAL TO OR GREATER THAN g L
3 THE BACKFILL HEIGHT. - K
— 4 5@4#4+ 0 10" Pl «MAXIMUM FOOTING CONTACT PRESSURE IS 655 psf/ft. m m
' " S =
3-11 DESIGN STRENGTHS:  WORKING STRESS DESION S
~CONCRETE f¢ = 4,000 psi  *STEEL fg= 20,000 psi (GRADE 40) ;
ESTMATED QUANTITIES ©
CONCRETE (0.1708 CU.YDS./LN.FT.) —_CUYDS, g
WAL DESIGN LOADING: 313 STANDARD — LATERAL EARTH PRESSURE VALUES, ]
STEEL 4 (0668 \8S.T) ____LBS. SEE SECTION IV OF THE FIELD OFFICE TECHNICAL GUIDE. =
» CONGRETE SHALL WEET PA 313 OR 561 SPECIFICATION REQURENENTS. *MANURE LOAD INSIDE = 65 pst/ft. )
m/ﬁ\.m +SUBSTITUTION OF CRADE 60 BARS IS PERMITTED. +SOIL BACKFILL LOAD OUTSIDE = 75 psf/ft
« MNIUM SPLICE LENGTH FOR MARK(®) AND C)BARS IS 12" +NO SURCHARGE LOAD
1PE 2 BR « STEEL QUANTITY DOES NOT INCLUDE SPLICE LENGTHS, +SOIL BACKFILL DENSITY = 110 pc.
*WATER TABLE MUST BE BELOW THE FOOTING ELEVATION
STEEL SCHEDULE .
k| sze [own el & | s lvem ﬁ% TOTAL LENGTH OF WALL ___FT, +5" THICK SLAB, SAFETY FACTOR AGAINST SLIDING 1.5 M. S;
Al 4 2 |3-2"[3-47] 6-6" BACKFILL HEIGHT SLAB LENGT SLAB LENGTH _¢
B[+ R [— (QUTSIDE 10AD) NONSDE 10AD | FULLINSDE LOAD m _
— e 14 FEET NO SLAB _
L[ 4 2-02-0°| £-0° 3 FEET
Z WAL LB 2 FEET 2 FEET NO SLAB N !
4 BARS, 1 FOOT NO SLAB NO SLAB il
0 FEET NO SLAB NO SLAB
NOTES: THIS STANDARDIZED DESIGN MUST BE ADAPTED TO THE SPECIIC SITE. IT WAS DEVELOPED IN COOPERATION
1, DIMENSIONS ARE TO THE REINFORCING BAR SURFACE WITH THE WISCONSIN DEPARTMENT OF AGRICULTURAL, TRADE AND CONSUMER PROTECTION. THE DESIGN FOLDER
UNLESS OTHERWSE NOTED. 1S FILED AT THE NRCS STATE OFFICE, 8030 EXCELSIOR DRIVE, MADISON, W. 53717-2906
2. BACKFILL OF 2 FEET IS RECOMMENDED FOR FROST PROTECTION, o 120
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PA-019D 3’ high, 8" L-wall (without surcharge)
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